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Alle priser er vejledende eksl. forbrug og moms.

Forbrugsstoffer, brændstof - bor - klinger mm. kan købes til gældende dagspriser.

Trailer kan lånes gratis til transport af materiel (max 1 time).

Levering/afhentning kr. 500/625 kr. pr. time

Faktureringsgebyr kr. 50,00 / 62,50
(Intet fakturingsgebyr, hvis du modtager faktura pr. email)

Lejen forudbetales for den aftalte lejeperiode, eller kr. 1.000,00 i dipositum.

Prislisten viser et udvalg af det materiel vi udlejer.
Har du brug for materiel, der ikke er vist i prislisten, så spørg os.
Vi samarbejder med flere materiel udlejere, og er i stand til at skaffe, hvad du måtte ønske på de bedste betingelser.
Ligeledes vil vi bede dig bestille materiel i så god tid som muligt, så vi kan sikre dig den bedst mulige betjening.

Ret til ændringer forbeholdes uden varsel, ligesom der tages forbehold for trykfejl.

GENERELLE OPLYSNINGER
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Minilæssere 	 Bredde		
Giant D332 HD SWT X-tra knækstyret	 130		  1.500
Giant G1500 HD X-tra	 130		  1.500
Giant G2700 HD Plus X-tra m. 4 i 1 skovl	 160		  2.000	
				  
Udstyr til minilæssere				  
Pallegafler			   U/B
Pallegafler m. sideforskydning             			   100	
Overfaldsgreb			   200	
Skovlkost			   700	
				  

Minigravere		  Grave dybde		
Hitachi 1.000 kg	 78/100 cm	 180 cm	 1.350	
Hitachi 1.900 kg 	 98/128 cm	 244 cm	 1.900	
Hitachi 2.600 kg	 150 cm	 273 cm	 2.100	
Hitachi 5.000 kg m. rotortilt	 200 cm	 383 cm	 3.500	
				  
Obs : Alle gravemaskiner er som minimum monteret med tilt 
*Eksklusive tilbehør og forbrug. Inklusive 2 standard skovle (grave-, ler-, eller planerskovl)		
				  
Udstyr til minigravere				  
Hydraulikhammer inkl. 1 mejsel			   900	
Jordbor Hydraulisk			   900	
Gravekasse			   500	
Grubbetand			   150	
Risteskovl			   150	
Kantstenstang			   200	
Sortergrab m. rotor til 1900 og 2600 kg minigraver			   400	
Sortergrab m. rotor til 5000 kg minigraver			   700
Ekstra mejsel			   100
Ekstra skovl			   150	
			 
Fliselæggermaskine Probst			   2.200	

MATERIEL	 KAPACITET		  DAGSPRIS
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Motortrillebør og minidumpere	 Bredde		
Motorbør på bånd 900 L	 85 cm		  500	
Motorbør på bånd m. selvlæsser	 90 cm		  550	
Motorbør på hjul 700 L	 97 cm		  500	
Minidumper m. højtip 2 tons	 141 cm		  800	
Minidumper 3 tons	 180 cm		  1.200	

Trailer, container, toilet og skurvogne 	 Totalvægt	 Lastevne		
Trailer 1 aksel m. læsserampe	 500	 325	 300	
Trailer 2 aksel	 750	 500	 350	
Trailer 2 aksel med tip	 3.500	 2.600	 500	
Trailer 3 aksel 6 meter med tip	 3.500	 2.360	 500	
Maskintrailer 2 aksel kort	 3.500	 2.750	 500	
Maskintrailer 2 aksel lang	 3.500	 2.625	 500	

Spisevogn	 4-6 og 10 personer		  Ring for pris	
Skurvogn	 4 personer	 pr. md.	 2.600	
Toiletvogn med kværn	 1 toilet	 pr. weekend	 1.200	
Toiletvogn med kværn	 2 toiletter	 pr. weekend	 2.000	
Toiletvogn	 10 toiletter		  Ring for pris	
Toiletkabine med tank			   1.000
Badmobil		  pr. md. 	 2.000	
Badmobil - Handicapvogn		  pr. md.	  4.000	
Urinal			   1.000	

Køletrailer			   1.800	

Container 10 fod		  pr. md.	 500	
Container 20 fod		  pr. md	 500
Isoleret container 10 fod		  pr. md.	 800
Isoleret container 20 fod		  pr. md. 	 800	

MATERIEL	 KAPACITET		  DAGSPRIS 
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Jordvibrator 		
Pladevibrator Benzin	 80 kg		  200	
Pladevibrator Elektrisk	 80 kg		  200	
Pladevibrator Diesel	 250 kg		  350	
Pladevibrator Diesel	 500 kg		  700	

Jordloppe Benzin	 65 kg		  250	
Jordloppe Elektrisk	 70 kg		  250	

Råjordskompaktor, fjernbetjent	 1.550 kg		  1.200	

Stangstyret tromle m. 2 valser	 420 kg		  550	
Tromle knækstyret	 1.540 kg		  900	
Valsetog m. A/C	 7.000 kg		  2.250	
	
			 
Mur og betonmaskiner	 Dybe og længde		
Vådskæremaskine 	 Max 65x650 mm		  225	
Vådskæremaskine	 110x700 mm		  275	
Vådskæremaskine	 40x900 mm		  275	
Vådskæremaskine	 85x1.200 mm		  425	
Fliseskærer manuel			   150	
Kerneboremaskine	 Ø 20 - 129 mm		  300	
Kerneboremaskine	 Ø 130 - 400 mm		  400	
Vacuum pumpe			   150
Vandbeholder 			   50

Slitage på diamantbor pr. 1/10 mm	 22 - 32 mm		  40	
Slitage på diamantbor pr. 1/10 mm	 42 - 52 mm		  50	
Slitage på diamantbor pr. 1/10 mm	 62 - 72 mm		  70	
Slitage på diamantbor pr. 1/10 mm	 82 - 112 mm		  85	
Slitage på diamantbor pr. 1/10 mm	 122 - 152 mm		  120	
Slitage på diamantbor pr. 1/10 mm	 161 - 250 mm		  150	

MATERIEL	 KAPACITET		  DAGSPRIS
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Mur og betonmaskiner	
Kapsav benzin	 140 mm		  325
Kapsav El      	 150mm       		    325	
Beton / asfaldtskæremaskine	 120 mm		  350	
Beton / asfaldtskæremaskine	 200 mm		  450
Flamingo-skærer			   350	
Slitage på diamantskiver pr. 1/10 mm	 230 mm		  30	
Slitage på diamantskiver pr. 1/10 mm	 300 mm		  60	
Slitage på diamantskiver pr. 1/10 mm	 350 mm		  85	
Slitage på diamantskiver pr. 1/10 mm	 400/500 mm		  110	
Transportbånd	 3,3 m		  400	
Transportbånd	 4,5 m		  500	
Transportbånd	 6 m		  600	

Rotorlaser til nivellering			   300	
Rørlægning laser			   400	

Gasbeton				  
Gasbeton sav 400v	 120 mm		  350	
Gasbeton sav 400v	 250 mm		  450	
Rokamat slibemaskine / Sandpapir			   250	

Fliseklipper	 30 cm		  100	
Murstensklipper			   100	
Blokstensklipper			   100	

Maskiner for våd beton				  
Mini tvangsblander 220v	 120 L		  300	
Tvangsblander 400v	 400 L		  450	
Stavvibrator 220v	 38 mm		  200	
Glitter med tallerken benzin	 Ø 90 cm		  400	
Kant glitter el	 Ø 50 cm		  250	
Plan afretter benzin	 2 m		  250

MATERIEL	 KAPACITET		  DAGSPRIS
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Nedbrydningsværktøj				  
Betonhammer 220v inkl. Mejsler	 10 kg		  150	
Betonhammer 220v inkl. Mejsler	 17 kg		  250	
Betonhammer 220v inkl. Mejsler	 27 kg		  300	

Beton slibere				  
Rille skære	 45 mm		  200	
Slitage skæreskiver			   50	
Rille skære	 60 mm		  250	  
Slitage skæreskiver			   50	
Betonhøvl håndholdt 220v			   200	
Slitage pr. 1/10 mm			   40	
Betonhøvl stor 400v			   500	
Betonpusser	 450 mm		  250	
Slitage pr. 1/10 mm			   110	
HTC betonpudser 400v	 500 mm		  800	
Slitage pr. 1/10 mm			   110	
HTC kantpusser 220v	 130 mm		  250	
Slitage pr. 1/10 mm			   40	
Facadefræser			   250	
				  
Strømgeneratorer, tavler og lamper				  
Strømgenerator benzin 220v		  2,8 kw	 300	
Strømgenerator benzin 220v / 400v		  2,3 / 5,7 kw	 400	
Strømtavle		  16 amp	 50	
Strømtavle		  32 amp	 75	
Strømtavle		  63 amp	 175	
Strømtavle		  250 amp	 400	
El-kabel 220v 10 amp		  Pr. meter	 0,5	
El-kabel 400v 16 amp		  Pr. meter	 1	
El-kabel 400v 32 amp		  Pr. meter	 3	
El-kabel 400v 64 amp		  Pr. meter	 5	
Adapter 400v 16 amp flad / rund		  Pr. stk.	 25	

Elektrodesvejser		  16 amp	 200	

MATERIEL	 KAPACITET		  DAGSPRIS
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Kondenstørrere og varmeovne				  
Kondenstørre 220v	 55 L pr. døgn		  250	
Kondenstørre 220v med varme	 90 L pr. døgn		  300	
Sorptionsaffugter	 MCS300		  300	
Oliefyr, transportabel	 84.300 kcal		  500	
Oliefyr, transportabel	 41.300 kcal		  300	
Varmeovn 400v	 9 kw		  50	
Varmeovn diesel	 21.500 kcal		  250	
Strålevarmeovn diesel	 38.000 kcal		  200	
Luftrenser	 30.000 m3 pr. time		  200	
Luftrenser med filter	 1.800 m3 pr. time		  400	

Kompressor				  
Kompressor 200v	 8 bar		  150	
Kompressor 200v	 10 bar		  150	
Kompressor 380v	 10 bar		  200	
Mobil kompressor diesel	 5,5 m3		  650	
Vandudskiller til mobil kompressor			   50	
Trykluftslange			   25	

Hus og haveværktøj				  
Buskrydder benzin			   200	
Hækkeklipper benzin	 600 mm		  200	
Hækkeklipper benzin ”giraf”	 500 mm		  250	
Brændekløver	 25 ton / 630 mm		  350	
Flishugger diesel	 150 mm		  1.350
Stubfræser benzin	 80/120 cm		  1.600	
Pælebor manuel	 140 mm		  50	
Pælebor benzin	 250 mm		  300
Pælehammer benzin			   300	
Hulspade			   50	
Drænspade			   50	
Gasbrænder			   50

MATERIEL	 KAPACITET		  DAGSPRIS
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Hus og haveværktøj 				  
Kloakfjeder			   100	
Havefræser benzin	 400 mm		  300	
Havefræser benzin	 600 mm		  425	
Havefræser benzin	 800 mm		  475	
Fræser med kost			   400	
Fræser med stenrive			   800	
Net-tromle			   100	
Såmaskine	 1.000 mm		  100	
Fliselægger-vogn			   200
Fliselægger-vogn m. vakuum			   600

Gipsværktøj				  
Gipspladehejs	 Max 3.000 mm		  150	
Gipspladehejs	 Skråvæg		  200	
Fixerstang til stål			   50	
Gipssliber 200v			   200	
Stålskinne klipper	 40 til 120 mm		  150
Gips- og transport vogn El	 1.500 kg.		  500
Bukke til gipsplader			   50	

Hånd og elværktøj				  
Rundsav eksl. Klinge	 100 mm		  150	
Røremaskine ( pisker )	 500 w		  200	
SDS slagboremaskine	 12 mm		  125	
SDS max slagboremaskine	 30 mm		  150	
Båndpudser eksl. Bånd	 100 mm		  100	
Excentersliber	 150 mm		  100	
Vinkelsliber stor	 Skæredybde 120 mm		  200	
Slagnøgle 220v			   200	

				  

MATERIEL	 KAPACITET		  DAGSPRIS
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Stillads, stiger og afmærkning				  
Murbukke 130 cm	 Max 1,8 m		  10	
Murbukkeforlænger	 1 m		  2	
Stilladsdæk	 2,5 el. 3,0 m		  8	
Dækstøtte	 90 - 140 cm		  6	
Dækstøtte ( soldat )	 175 - 300 cm		  6	
Dækstøtte Alu	 290 - 410 cm		  10	
Kædetalje	 750 kg		  100	
Kaffemølle	 5.000 kg		  100	

Tagstige m. hjul	 6 m		  150	
Stige m. udtræk	 7 m		  150	
Stige m. snoudtræk	 10 m		  200	

Ventilationshejs	 6 m		  250	
Taglifthejs el	 13 m		  500	
Materialehejs	 800 kg / 40 m		  600	
Materialehejs	 1.500 kg / 40 m		  800	
Person elevator	 2000 kg		  Ring for pris	
Sikkerhedsline			   250	
Nedstyrtningskakt	 110 cm		  10	
Byggepladshegn	 350 x 200 cm		  3	
Køreplader plast	 350 x 115 cm		  10	
Vejskilte			   10
Trafiklys			   650	

Rullestillads 				  
75 x 250	 Op til 4 m. arbejdshøjde		  150	
75 x 250	 Fra 4 m. arbejdshøjde		  250	
140 x 250	 Op til 4 m. arbejdshøjde		  150	
140 x 250	 Fra 4 m. arbejdshøjde		  250	

Min. lejepris for stillads 200 kr / Min. leje med dækstøtte mm. 100 kr			    
Udlejning af diverse facadestilladser + murestilladser er efter tilbud		

				  

MATERIEL	 KAPACITET		  DAGSPRIS
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Højtryksrenser og støvsuger				  
Fliserenser benzin			   300	
Fliserenser El			   400	
Højtryksrenser 220v	 100 bar		  200	
Højtryksrenser benzin	 276 bar		  450	
Hedvandsrenser 400v	 220 bar		  500	
Tør / vådstøvsuger 220v	 1.200 w		  250	
Vådstøvsuger m. pumpe	 1.300 w		  350	
Støvsuger 220v	 1.000 w		  300	
Støvsuger 220v m. 2 motore	 3.000 w		  450	
Støvsugerpose	 50 L		  15	

Pumper 				  
Dykpumpe 2” 220v	 200 L / min.		  200	
Dykpumpe 400v	 800 L / min.		  300	
Dykpumpe benzin	 900 L / min.		  300	
Flyder til pumpe			   30	
Afspærringsballon 	 70 - 150 mm		  100	
Afspærringsballon 	 100 - 200 mm		  150	
Håndpumpe til spærreballon			   25	

Klippe og bukkeværktøj				  
Rendejernsbukke			   100	
Pladenipler 220v	 Max. 2 mm		  200	
Rundsav til stålplader	 2 mm		  300	
Popnittetang til luft	 2 - 4 mm		  200	

Truck og div. lifte				  
Truck diesel 	 3.500 kg		  1.000	
Truck el	 1.800 kg		  800	
Glaslift hydraulisk - Terrængående	 550 kg		  2.000	
Vakuumløfter til kran	 600 kg		  2.000
Transportvogn El	 1.500 kg		  500	

MATERIEL	 KAPACITET		  DAGSPRIS
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Saxlifte El	 Arbejdshøjde	 L x B x H	 Udlæg	 Vægt	
Genie GS1932M	 7,5 m	 1,4 x 0,81 x 1,97 m	 0,6 m	 1180 kg	 700	
Genie GS1932	 7,8 m	 1,83 x 0,81 x 2,16 m	 0,9 m	 1340 kg	 700	
Genie GS1932 E-Drive	 7,8 m	 1,83 x 0,81 x 2,16 m	 0,9 m	 1340 kg	 700	
Genie GS2646 E-Drive	 9,9 m	 2,44 x 1,16 x 2,31	 0,9 m	 1980 kg	 1.000	
Genie GS3246	 11,80 m	 2,44 x 1,16 x 2,44	 0,9 m	 2370 kg	 1.200	

JLG 2032ES	 7,9 m	 2,3 x 0,81 x 2,2 m	 0,9 m	 1640 kg	 700	
JLG2632ES	 9,6 m	 2,3 x 0,81 x 2,35 m	 0,9 m	 2103 kg	 1.000	

Magni ES0807E	 7,8 m	 1,86 x 0,76 x 2,15 m	 0,9 m	 1630 kg	 700	

Mantall XE80N	 7,8 m	 1,93 x 0,77 x 1,93 m	 0,9 m	 1490 kg	 700	

Snorkel S3970RTE 4x4	 13,8 m	 3,4 x 1,8 x 2,95 m	 1,2 m	 3790 kg	 1.500	
				  

MATERIEL	 KAPACITET		  DAGSPRIS
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Trailerlift				  
Dino trailerlift 13,5 m			   1.300

Arbejdshøjde: 13,50 m	 Max. Udlæg: 9,10 m	 Transportlængde: 6,09 m	 Vægt : 1.765 kg

Trailerlift				  
Dino trailerlift 16 m			   1.600

Arbejdshøjde: 16 m	 Max. Udlæg: 9,10 m	 Transportlængde: 6,15 m	 Vægt: 1.990 kg

MATERIEL	 KAPACITET		  DAGSPRIS

Technical specifications are subject to change without prior notice.
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Standard features in DINO 135TB II

• Lightweight, robust, cost-effective

• Driving system; easy to move at work site

• Spacious, easy-entry basket; capacity 215 kg

• Large outrigger pads 280 x 360 mm

• Continuous rotation of the boom; easy and functional

• Basket rotation 90° 

• Proportional controls

• Stable to tow, easy to transport

• Easy and fast setup; perfect solution for short time jobs

• Simple to use, clear and informative controls 

• Powerful charger; machine can be operated directly  
when charging the batteries.

• High-capacity batteries, 4 x 6VDC, 235Ah.  
Work one day with overnight charge. 

Options available for DINO 135TB II

Meet

DINO 135TB II
DINO® TRAILER MOUNTED MEWPs

135TB

Max. working height 13.50 m

Max. platform height 11.50 m

Max. outreach 9.10 m

Support width 3.8 / 4.2 m

Lifting capacity 215 kg

Basket size 0.7 x 1.3 m

Boom rotation cont.

Basket rotation 90°

Boom control proport.

Transport length 6.09 m

Transport width 1.79 m

Transport height 2.16 m

Weight 1765 kg

Driving system std

AC socket in the basket x 2 std

Batteries 235 Ah std

DC Motor std

Gradeability 25 %

Technical data

• 2kW Honda generator + bracket for charging batteries  
where 230VAC is not available

• Cable steering for driving

• Outrigger support indicator 

• LED working lights

• DINO SafeGuard secondary guarding

• Extra outrigger pads 500 x 500 x 35 mm + bracket 

• Lockable tool / harness box 

• Rack for tools and accessories

• Spare wheel 
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Standard features in DINO 160XTB II: Options available for DINO 160XTB II:

Meet

DINO 160XTB II
DINO® TRAILER MOUNTED MEWPs

160XTB II

Max. working height 16.00 m

Max. platform height 14.00 m

Max. outreach 9.10 m

Support width 3.8 / 4.2 m

Lifting capacity 215 kg

Basket size 0.7 x 1.3 m

Boom rotation cont.

Basket rotation 180°

Boom control proport.

Transport length 6.15 m

Transport width 1.80 m

Transport height 2.31 m

Weight 2195 kg

Driving system std

AC socket in the basket x 2 std

Batteries 235 Ah std

DC Motor std

Gradeability 25 %

Technical data

• Maximum outreach with full basket load

• Compact size, transport length only 6.15 m

• Driving system; easy to move at work site

• Cable steering for driving

• Hydraulic basket rotation 180° 

• Spacious, easy-entry basket; capacity 215 kg

• Large outrigger pads 280 x 360 mm

• Continuous rotation of the boom; easy and functional

• Stable to tow

• Easy and fast setup; perfect solution for short time jobs

• Simple to use, clear and informative controls 

• Powerful charger; machine can be operated directly when 
charging the batteries

• High-capacity batteries, 4 x 6VDC, 235Ah 
Work one day with overnight charge 

• Two joystick controls

• Outrigger support indicator

• Automatic levelling

• LED working lights

• Extra outrigger pads 500 x 500 x 35 mm + bracket

• Lockable tool / harness box

• Rack for tools and accessories

• Spare wheel

• DINO SafeGuard secondary guarding

• 2kW Honda generator + bracket for charging batteries  
where 230VAC is not available  
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Trailerlift				  
Dino trailerlift 21 m			   2.200

Arbejdshøjde: 21,50 m	 Max. Udlæg: 11,70 m	 Transportlængde: 7,92 m	 Vægt max: 2.475 kg

Billift				  
Iveco billift 25 m			   3.400

Max platformshøjde: 23,10m	 Mål på kurv: 1,4 m  x 0,7 m	 Max vægt i kurv: 225 kg

MATERIEL	 KAPACITET		  DAGSPRIS

Technical specifications are subject to change without prior notice.
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Standard features in DINO 210XT II: Options available for DINO 210XT II:

Meet

DINO 210XT II
DINO® TRAILER MOUNTED MEWPs

210XT II

Max. working height 21.00 m 

Max. platform height 19.00 m 

Max. outreach 11.70 m 

Support width 3.9 / 4.3 m 

Lifting capacity 215 kg 

Basket size 0.7 x 1.3 m 

Boom rotation cont. 

Basket rotation 180 ° 

Boom control proport. 

Transport length 7.92 m 

Transport width 1.95 m 

Transport height 2.33 m 

Weight 2475 kg 

Driving system std 

AC socket in the basket x 2 std 

Electro motor std 

Petrol power pack std

Diesel power pack opt. 

Gradeability 25 % 

Technical data

• Spider outriggers; great levelling capability in slopy terrain

• Two power sources as standard, 230 VAC and petrol engine 
(diesel as option) 

• Driving system; easy to move at work site

• Hydraulic basket rotation 180° 

• Spacious, easy-entry basket; capacity 215 kg

• Large outrigger pads 280 x 360 mm

• Continuous rotation of the boom; easy and functional

• Stable to tow

• Simple to use, clear and informative controls 

• Diesel power pack

• Cable steering for driving

• Two joystick controls

• Outrigger support indicator

• Automatic levelling

• LED working lights

• Extra outrigger pads 500 x 500 x 35 mm + bracket

• Lockable tool / harness box

• Rack for tools and accessories

• DINO SafeGuard secondary guarding

• Spare wheel
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Bomlift				  
Genie bomlift 12 m el			   1.500

Arbejdshøjde: 12,00 m	 Max. udlæg: 5,57 m	 Transport længde: 4,17 m	 Vægt: 3.640 kg

Bomlift				  
Genie knækarms bomlift 20 m - Hybrid			   2.500

Arbejdshøjde: 20,16 m	 Max. udlæg: 11,15 m	 Transport længde: 8,15 m	 Vægt: 7.530 kg

MATERIEL	 KAPACITET		  DAGSPRIS

www.genielift.com/en-gb

Self-Propelled Articulating Booms

Specifications
 Models                        Z-33/18 

   *  The metric equivalent of working height adds 2 m to 
platform height. U.S. adds 6 ft to platform height.

  **  In lift mode *(platform raised), the machine is 
designed to operated on firm, level surfaces only. 

 ***  Gradeability applies to driving on slopes. See 
operator’s manual for details regarding slope ratings.

****  Weight will vary depending on options and/or country 
standards.

Range Of Motion Z-33/18 
Measurements Metric  US

Working height maximum* 12 m  39 ft 4 in
Platform height maximum 10 m  32 ft 10 in
Horizontal reach maximum  5.57 m  18 ft 3 in
Up and over clearance maximum 4.28 m  14 ft 1 in
     Platform length  0.76 m  2 ft 6 in
     Platform width  1.17 m  3 ft 10 in
     Height - stowed 1.98 m  6 ft 6 in
     Length - stowed 4.17 m  13 ft 8 in
     Width 1.50 m  4 ft 11 in
     Wheelbase 1.90 m  6 ft 3 in
     Ground clearance - center 15.2 cm  6.0 in

Productivity  

Lift capacity 200 kg  440 lbs
Turntable rotation                    400° non-continuous      
Turntable tailswing at counterweight zero  zero   
Turntable tailswing - riser up 0.15 m  5.2 in  
Turntable tailswing - riser down 1.16 m  3 ft 10 in
Drive speed - stowed 6 km/h  3.7 mph
Drive speed - raised retracted**  0.75 km/h   0.47 mph
Drive speed - raised extended**  0.23 km/h   0.14 mph
Gradeability - stowed*** 30%  30%
Turning radius - inside 1.9 m  6 ft 3 in
Controls                    24 V DC proportional      
Tyres  56x23x44 cm  22x9x17 in

Power  

Power source  48 V DC (eight 6 V X 8 batteries 315 Ah capacity)
Drive system                     48 V 3 phase AC       
Auxiliary power unit 24 V DC  24 V DC
Hydraulic tank capacity 20.8 L  6 gal

Sound & Vibration Levels  

Sound pressure level (ground) <70 dBA  <70 dBA
Sound pressure level (platform) <70 dBA  <70 dBA
Vibration <2.5 m/s²  <8 ft 2 in/s²

Weight****

 3,665 kg  8,080 lbs  

Standards Compliance EU Directives: 2006/42/EC - Machinery (harmonized standard   
 EN280); 2004/108/EC (EMC); 2006/95/EC (LVD)
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Self-Propelled Articulating Booms

Specifications
 Model Z-60 DC & Z-60 FE

   *  The metric equivalent of working height adds 2 m to platform height. U.S. 
adds 6 ft to platform height. 

  **  In lift mode (platform raised), the machine is designed to operate on firm, 
level surfaces only.

 ***  Gradeability applies to driving on slopes. See operators manual for details 
regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-60 DC & Z-60 FE

Z®-60 DC & Z-60 FE
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Measurements Metric US

Working height maximum* 20.16 m 65 ft 7 in
Platform height maximum 18.16 m 59 ft 7 in
Horizontal reach maximum  11.15 m 36 ft 7 in
Up and over clearance maximum  7.39 m 24 ft 3 in
Below ground reach 2.46 m 8 ft 1 in
     Platform length - 8 ft / 6 ft model 0.91 m /0.76 m 3 ft / 2 ft 6 in
     Platform width - 8 ft / 6 ft model 2.44 m /1.83 m 8 ft / 6 ft
     Height - stowed 2.54 m 8 ft 4 in
     Height - transport (jib tucked under) 2.62 m 8 ft 7 in
     Length - stowed 8.15 m 26 ft 9 in
     Length - transport (jib tucked under) 6.30 m 20 ft 8 in
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.49 m 8 ft 2 in
     Ground clearance - center 0.33 m 1 ft 1 in

Productivity

Lift capacity 227 kg 500 lbs
Platform rotation 160° 160°
Vertical jib rotation 135° 135°
Turntable rotation           355° non-continuous
Turntable tailswing - riser up 0.58 m  1 ft 11 in
Turntable tailswing - riser down 0.81 m  2 ft 8 in
Drive speed - stowed 6.44 km/h 4.0 mph
Drive speed - raised** 1.09 km/h 0.68 mph
Gradeability - 4WD - stowed***  45% 45%
Turning radius  - inside 2.51 m 8 ft 3 in
Turning radius - outside 5.69 m 18 ft 8 in
Controls         24V DC proportional
Tyres             355/55D 625

Power

Drive system 34 V 3-Phase AC
Power source 48 V DC (eight 6V batteries) 
 390 Ah capacity (FLA standard on DC) 
 415 Ah capacity (AGM standard on FE) 
 24.8 hp (18.5kW) Kubota D1105 Stage V driven  
 AC generator (FE only)
Auxiliary power unit 12V DC 12V DC
Hydraulic tank capacity 68.14 L 18 gal
Fuel tank capacity 64.35 L 17 gal

Sound & Vibration Levels
Sound pressure level (ground workstation)       70 dBA (DC) / 77 dBA (FE)
Sound pressure level (platform workstation)       70 dBA (DC) / 72 dBA (FE)
Vibration          0.553 m/s² (1.81 ft/s²)

Weight****

Z-60 DC 7,530 kg  16,600 lbs  
Z-60 FE 7,756 kg  17,100 lbs 

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized standard EN280), European Emissions Regulation 
(EU) 2016/1628 Stage V; 2004/108/EC (EMC); 2000/14/EC (Outdoor Noise)
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Self-Propelled Articulating Booms

Specifications
 Models                        Z-33/18 

   *  The metric equivalent of working height adds 2 m to 
platform height. U.S. adds 6 ft to platform height.

  **  In lift mode *(platform raised), the machine is 
designed to operated on firm, level surfaces only. 

 ***  Gradeability applies to driving on slopes. See 
operator’s manual for details regarding slope ratings.

****  Weight will vary depending on options and/or country 
standards.

Range Of Motion Z-33/18 
Measurements Metric  US

Working height maximum* 12 m  39 ft 4 in
Platform height maximum 10 m  32 ft 10 in
Horizontal reach maximum  5.57 m  18 ft 3 in
Up and over clearance maximum 4.28 m  14 ft 1 in
     Platform length  0.76 m  2 ft 6 in
     Platform width  1.17 m  3 ft 10 in
     Height - stowed 1.98 m  6 ft 6 in
     Length - stowed 4.17 m  13 ft 8 in
     Width 1.50 m  4 ft 11 in
     Wheelbase 1.90 m  6 ft 3 in
     Ground clearance - center 15.2 cm  6.0 in

Productivity  

Lift capacity 200 kg  440 lbs
Turntable rotation                    400° non-continuous      
Turntable tailswing at counterweight zero  zero   
Turntable tailswing - riser up 0.15 m  5.2 in  
Turntable tailswing - riser down 1.16 m  3 ft 10 in
Drive speed - stowed 6 km/h  3.7 mph
Drive speed - raised retracted**  0.75 km/h   0.47 mph
Drive speed - raised extended**  0.23 km/h   0.14 mph
Gradeability - stowed*** 30%  30%
Turning radius - inside 1.9 m  6 ft 3 in
Controls                    24 V DC proportional      
Tyres  56x23x44 cm  22x9x17 in

Power  

Power source  48 V DC (eight 6 V X 8 batteries 315 Ah capacity)
Drive system                     48 V 3 phase AC       
Auxiliary power unit 24 V DC  24 V DC
Hydraulic tank capacity 20.8 L  6 gal

Sound & Vibration Levels  

Sound pressure level (ground) <70 dBA  <70 dBA
Sound pressure level (platform) <70 dBA  <70 dBA
Vibration <2.5 m/s²  <8 ft 2 in/s²

Weight****

 3,665 kg  8,080 lbs  

Standards Compliance EU Directives: 2006/42/EC - Machinery (harmonized standard   
 EN280); 2004/108/EC (EMC); 2006/95/EC (LVD)

Z ®-33/18

A

B

C

D

E

F

G

A

BE C

F
G

D

 www.genielift.com/en-gb

Self-Propelled Articulating Booms

Specifications
 Model Z-60 DC & Z-60 FE

   *  The metric equivalent of working height adds 2 m to platform height. U.S. 
adds 6 ft to platform height. 

  **  In lift mode (platform raised), the machine is designed to operate on firm, 
level surfaces only.

 ***  Gradeability applies to driving on slopes. See operators manual for details 
regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-60 DC & Z-60 FE

Z®-60 DC & Z-60 FE
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Measurements Metric US

Working height maximum* 20.16 m 65 ft 7 in
Platform height maximum 18.16 m 59 ft 7 in
Horizontal reach maximum  11.15 m 36 ft 7 in
Up and over clearance maximum  7.39 m 24 ft 3 in
Below ground reach 2.46 m 8 ft 1 in
     Platform length - 8 ft / 6 ft model 0.91 m /0.76 m 3 ft / 2 ft 6 in
     Platform width - 8 ft / 6 ft model 2.44 m /1.83 m 8 ft / 6 ft
     Height - stowed 2.54 m 8 ft 4 in
     Height - transport (jib tucked under) 2.62 m 8 ft 7 in
     Length - stowed 8.15 m 26 ft 9 in
     Length - transport (jib tucked under) 6.30 m 20 ft 8 in
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.49 m 8 ft 2 in
     Ground clearance - center 0.33 m 1 ft 1 in

Productivity

Lift capacity 227 kg 500 lbs
Platform rotation 160° 160°
Vertical jib rotation 135° 135°
Turntable rotation           355° non-continuous
Turntable tailswing - riser up 0.58 m  1 ft 11 in
Turntable tailswing - riser down 0.81 m  2 ft 8 in
Drive speed - stowed 6.44 km/h 4.0 mph
Drive speed - raised** 1.09 km/h 0.68 mph
Gradeability - 4WD - stowed***  45% 45%
Turning radius  - inside 2.51 m 8 ft 3 in
Turning radius - outside 5.69 m 18 ft 8 in
Controls         24V DC proportional
Tyres             355/55D 625

Power

Drive system 34 V 3-Phase AC
Power source 48 V DC (eight 6V batteries) 
 390 Ah capacity (FLA standard on DC) 
 415 Ah capacity (AGM standard on FE) 
 24.8 hp (18.5kW) Kubota D1105 Stage V driven  
 AC generator (FE only)
Auxiliary power unit 12V DC 12V DC
Hydraulic tank capacity 68.14 L 18 gal
Fuel tank capacity 64.35 L 17 gal

Sound & Vibration Levels
Sound pressure level (ground workstation)       70 dBA (DC) / 77 dBA (FE)
Sound pressure level (platform workstation)       70 dBA (DC) / 72 dBA (FE)
Vibration          0.553 m/s² (1.81 ft/s²)

Weight****

Z-60 DC 7,530 kg  16,600 lbs  
Z-60 FE 7,756 kg  17,100 lbs 

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized standard EN280), European Emissions Regulation 
(EU) 2016/1628 Stage V; 2004/108/EC (EMC); 2000/14/EC (Outdoor Noise)
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Self-Propelled Articulating Booms

Specifications
 Model Z-60 DC & Z-60 FE

   *  The metric equivalent of working height adds 2 m to platform height. U.S. 
adds 6 ft to platform height. 

  **  In lift mode (platform raised), the machine is designed to operate on firm, 
level surfaces only.

 ***  Gradeability applies to driving on slopes. See operators manual for details 
regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-60 DC & Z-60 FE

Z®-60 DC & Z-60 FE
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Measurements Metric US

Working height maximum* 20.16 m 65 ft 7 in
Platform height maximum 18.16 m 59 ft 7 in
Horizontal reach maximum  11.15 m 36 ft 7 in
Up and over clearance maximum  7.39 m 24 ft 3 in
Below ground reach 2.46 m 8 ft 1 in
     Platform length - 8 ft / 6 ft model 0.91 m /0.76 m 3 ft / 2 ft 6 in
     Platform width - 8 ft / 6 ft model 2.44 m /1.83 m 8 ft / 6 ft
     Height - stowed 2.54 m 8 ft 4 in
     Height - transport (jib tucked under) 2.62 m 8 ft 7 in
     Length - stowed 8.15 m 26 ft 9 in
     Length - transport (jib tucked under) 6.30 m 20 ft 8 in
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.49 m 8 ft 2 in
     Ground clearance - center 0.33 m 1 ft 1 in

Productivity

Lift capacity 227 kg 500 lbs
Platform rotation 160° 160°
Vertical jib rotation 135° 135°
Turntable rotation           355° non-continuous
Turntable tailswing - riser up 0.58 m  1 ft 11 in
Turntable tailswing - riser down 0.81 m  2 ft 8 in
Drive speed - stowed 6.44 km/h 4.0 mph
Drive speed - raised** 1.09 km/h 0.68 mph
Gradeability - 4WD - stowed***  45% 45%
Turning radius  - inside 2.51 m 8 ft 3 in
Turning radius - outside 5.69 m 18 ft 8 in
Controls         24V DC proportional
Tyres             355/55D 625

Power

Drive system 34 V 3-Phase AC
Power source 48 V DC (eight 6V batteries) 
 390 Ah capacity (FLA standard on DC) 
 415 Ah capacity (AGM standard on FE) 
 24.8 hp (18.5kW) Kubota D1105 Stage V driven  
 AC generator (FE only)
Auxiliary power unit 12V DC 12V DC
Hydraulic tank capacity 68.14 L 18 gal
Fuel tank capacity 64.35 L 17 gal

Sound & Vibration Levels
Sound pressure level (ground workstation)       70 dBA (DC) / 77 dBA (FE)
Sound pressure level (platform workstation)       70 dBA (DC) / 72 dBA (FE)
Vibration          0.553 m/s² (1.81 ft/s²)

Weight****

Z-60 DC 7,530 kg  16,600 lbs  
Z-60 FE 7,756 kg  17,100 lbs 

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized standard EN280), European Emissions Regulation 
(EU) 2016/1628 Stage V; 2004/108/EC (EMC); 2000/14/EC (Outdoor Noise)
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Self-Propelled Articulating Booms

Specifications
 Models                        Z-33/18 

   *  The metric equivalent of working height adds 2 m to 
platform height. U.S. adds 6 ft to platform height.

  **  In lift mode *(platform raised), the machine is 
designed to operated on firm, level surfaces only. 

 ***  Gradeability applies to driving on slopes. See 
operator’s manual for details regarding slope ratings.

****  Weight will vary depending on options and/or country 
standards.

Range Of Motion Z-33/18 
Measurements Metric  US

Working height maximum* 12 m  39 ft 4 in
Platform height maximum 10 m  32 ft 10 in
Horizontal reach maximum  5.57 m  18 ft 3 in
Up and over clearance maximum 4.28 m  14 ft 1 in
     Platform length  0.76 m  2 ft 6 in
     Platform width  1.17 m  3 ft 10 in
     Height - stowed 1.98 m  6 ft 6 in
     Length - stowed 4.17 m  13 ft 8 in
     Width 1.50 m  4 ft 11 in
     Wheelbase 1.90 m  6 ft 3 in
     Ground clearance - center 15.2 cm  6.0 in

Productivity  

Lift capacity 200 kg  440 lbs
Turntable rotation                    400° non-continuous      
Turntable tailswing at counterweight zero  zero   
Turntable tailswing - riser up 0.15 m  5.2 in  
Turntable tailswing - riser down 1.16 m  3 ft 10 in
Drive speed - stowed 6 km/h  3.7 mph
Drive speed - raised retracted**  0.75 km/h   0.47 mph
Drive speed - raised extended**  0.23 km/h   0.14 mph
Gradeability - stowed*** 30%  30%
Turning radius - inside 1.9 m  6 ft 3 in
Controls                    24 V DC proportional      
Tyres  56x23x44 cm  22x9x17 in

Power  

Power source  48 V DC (eight 6 V X 8 batteries 315 Ah capacity)
Drive system                     48 V 3 phase AC       
Auxiliary power unit 24 V DC  24 V DC
Hydraulic tank capacity 20.8 L  6 gal

Sound & Vibration Levels  

Sound pressure level (ground) <70 dBA  <70 dBA
Sound pressure level (platform) <70 dBA  <70 dBA
Vibration <2.5 m/s²  <8 ft 2 in/s²

Weight****

 3,665 kg  8,080 lbs  

Standards Compliance EU Directives: 2006/42/EC - Machinery (harmonized standard   
 EN280); 2004/108/EC (EMC); 2006/95/EC (LVD)
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7© Leguan Lifts 2023

Straight to the Point.

6 All rights reserved.

LEGUAN product line consists of self-propelled 
access platforms or spider lifts that are designed 
both for indoor and outdoor use. You can choose 
how to equip your Leguan from vast selection 
of accessories and transport your Leguan easily 
with a lightweight trailer.

Spider lifts.
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Bomlift				  
Genie knækarms bomlift 26 m			   3.600

Arbejdshøjde: 26,38 m	 Max. udlæg: 18,29 m	 Transport længde: 11,27 m	 Vægt: 17.010 kg

Bomlift				  
Leguan 225 bomlift 22,5 m			   2.500

Arbejdshøjde: 22.5 m	 Max. udlæg: 11,20 m	 Transport længde: 6,03 m	 Vægt: 2.900 kg

MATERIEL	 KAPACITET		  DAGSPRIS
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Self-Propelled Articulating Booms

Specifications
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 Model Z-80/60

   *  The metric equivalent of working height adds 2 m to platform height.  
U.S. adds 6 ft to platform height.

  **  In lift mode (platform raised), the machine is designed to operate on 
firm, level surfaces only.

 ***  Gradeability applies to driving on slopes. See operator’s manual for 
details regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-80/60

Measurements Metric US 

Working height maximum* 25.77 m 84 ft 
Platform height maximum 23.77 m 78 ft 
Horizontal reach maximum  18.29 m 60 ft 
Up and over clearance maximum  8.83 m 29 ft
Below ground reach 4.83 m 15 ft 10 in
     Platform length - 8 ft / 6 ft  0.91 m/0.76 m 3 ft/2 ft 6 in
     Platform width - 8 ft / 6 ft  2.44 m/1.83 m 8 ft/6 ft
     Height - stowed 3.00 m 9 ft 10 in 
     Length - stowed 11.27 m 37 ft
     Length - transport 11.27 m 37 ft
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.85 m 9 ft 4 in 
     Ground clearance - center 0.30 m 12 in    

Productivity
Lift capacity 227 kg 500 lbs
Platform rotation 160° 160° 
Vertical jib rotation 135° 135° 
Turntable rotation 360° continuous
Turntable tailswing - riser up 1.17 m 3 ft 10 in 
Turntable tailswing - riser down 2.24 m 7 ft 4 in 
Drive speed - stowed 4.83 km/h 3.0 mph  
Drive speed - raised** 1.1 km/h 0.68 mph 
Lift speed to full height 76 sec 76 sec
Gradeability - 4WD - stowed*** 45% 45%
Turning radius - 2WS inside 4.42 m 14 ft 6 in 
Turning radius - 2WS outside 7.47 m 24 ft 6 in
Turning radius - 4WS inside 2.13 m 7 ft 
Turning radius - 4WS outside 4.57 m 15 ft
Controls 12 V DC proportional
Tyres 18-625 NHS

Power
Power source                                   Deutz TD2011 L04i turbo diesel 4-cylinder 74hp (55kW) Stage IIIA 

Deutz TCD2.2 L3 turbo diesel 3-cylinder 74hp (55 kW) Stage V
 Auxiliary power unit 12 V DC 12 V DC
Hydraulic tank capacity 170 L 45 gal
Fuel tank capacity 132 L 35 gal

Sound & Vibration Levels

Sound pressure level (ground workstation) 85 dBA 85 dBA
Sound pressure level (platform workstation) 74 dBA 74 dBA
Vibration <2.5 m/s² <8 ft 2 in/s²

Weight****

CE 4WD/2WS 16,284 kg 35,900 lbs
CE 4WD/4WS 17,010 kg 37,500 lbs

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized 
standard EN280:2013+A1:2015); 2004/108/EC (EMC); 
2000/14/EC (Outdoor Noise)
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7© Leguan Lifts 2023

Straight to the Point.

6 All rights reserved.

LEGUAN product line consists of self-propelled 
access platforms or spider lifts that are designed 
both for indoor and outdoor use. You can choose 
how to equip your Leguan from vast selection 
of accessories and transport your Leguan easily 
with a lightweight trailer.

Spider lifts.

89
0 

m
m

32
90

 m
m

13
30

 m
m

3270 mm

5100 mm

20
10

 m
m

12
50

 m
m

36
90

 m
m

13
30

 m
m

3600 mm

750 mm

4580 mm

19
30

 m
m

750 mm

6030 mm

22
00

 m
m

12
50

 m
m

40
80

 m
m

13
30

 m
m

4080 mm

750 mm

7© Leguan Lifts 2023

Straight to the Point.

6 All rights reserved.

LEGUAN product line consists of self-propelled 
access platforms or spider lifts that are designed 
both for indoor and outdoor use. You can choose 
how to equip your Leguan from vast selection 
of accessories and transport your Leguan easily 
with a lightweight trailer.

Spider lifts.
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Self-Propelled Articulating Booms

Specifications
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 Model Z-80/60

   *  The metric equivalent of working height adds 2 m to platform height.  
U.S. adds 6 ft to platform height.

  **  In lift mode (platform raised), the machine is designed to operate on 
firm, level surfaces only.

 ***  Gradeability applies to driving on slopes. See operator’s manual for 
details regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-80/60

Measurements Metric US 

Working height maximum* 25.77 m 84 ft 
Platform height maximum 23.77 m 78 ft 
Horizontal reach maximum  18.29 m 60 ft 
Up and over clearance maximum  8.83 m 29 ft
Below ground reach 4.83 m 15 ft 10 in
     Platform length - 8 ft / 6 ft  0.91 m/0.76 m 3 ft/2 ft 6 in
     Platform width - 8 ft / 6 ft  2.44 m/1.83 m 8 ft/6 ft
     Height - stowed 3.00 m 9 ft 10 in 
     Length - stowed 11.27 m 37 ft
     Length - transport 11.27 m 37 ft
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.85 m 9 ft 4 in 
     Ground clearance - center 0.30 m 12 in    

Productivity
Lift capacity 227 kg 500 lbs
Platform rotation 160° 160° 
Vertical jib rotation 135° 135° 
Turntable rotation 360° continuous
Turntable tailswing - riser up 1.17 m 3 ft 10 in 
Turntable tailswing - riser down 2.24 m 7 ft 4 in 
Drive speed - stowed 4.83 km/h 3.0 mph  
Drive speed - raised** 1.1 km/h 0.68 mph 
Lift speed to full height 76 sec 76 sec
Gradeability - 4WD - stowed*** 45% 45%
Turning radius - 2WS inside 4.42 m 14 ft 6 in 
Turning radius - 2WS outside 7.47 m 24 ft 6 in
Turning radius - 4WS inside 2.13 m 7 ft 
Turning radius - 4WS outside 4.57 m 15 ft
Controls 12 V DC proportional
Tyres 18-625 NHS

Power
Power source                                   Deutz TD2011 L04i turbo diesel 4-cylinder 74hp (55kW) Stage IIIA 

Deutz TCD2.2 L3 turbo diesel 3-cylinder 74hp (55 kW) Stage V
 Auxiliary power unit 12 V DC 12 V DC
Hydraulic tank capacity 170 L 45 gal
Fuel tank capacity 132 L 35 gal

Sound & Vibration Levels

Sound pressure level (ground workstation) 85 dBA 85 dBA
Sound pressure level (platform workstation) 74 dBA 74 dBA
Vibration <2.5 m/s² <8 ft 2 in/s²

Weight****

CE 4WD/2WS 16,284 kg 35,900 lbs
CE 4WD/4WS 17,010 kg 37,500 lbs

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized 
standard EN280:2013+A1:2015); 2004/108/EC (EMC); 
2000/14/EC (Outdoor Noise)
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Self-Propelled Articulating Booms

Specifications
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 Model Z-80/60

   *  The metric equivalent of working height adds 2 m to platform height.  
U.S. adds 6 ft to platform height.

  **  In lift mode (platform raised), the machine is designed to operate on 
firm, level surfaces only.

 ***  Gradeability applies to driving on slopes. See operator’s manual for 
details regarding slope ratings.

**** Weight will vary depending on options and/or country standards.

Range Of Motion Z-80/60

Measurements Metric US 

Working height maximum* 25.77 m 84 ft 
Platform height maximum 23.77 m 78 ft 
Horizontal reach maximum  18.29 m 60 ft 
Up and over clearance maximum  8.83 m 29 ft
Below ground reach 4.83 m 15 ft 10 in
     Platform length - 8 ft / 6 ft  0.91 m/0.76 m 3 ft/2 ft 6 in
     Platform width - 8 ft / 6 ft  2.44 m/1.83 m 8 ft/6 ft
     Height - stowed 3.00 m 9 ft 10 in 
     Length - stowed 11.27 m 37 ft
     Length - transport 11.27 m 37 ft
     Width 2.49 m 8 ft 2 in
     Wheelbase 2.85 m 9 ft 4 in 
     Ground clearance - center 0.30 m 12 in    

Productivity
Lift capacity 227 kg 500 lbs
Platform rotation 160° 160° 
Vertical jib rotation 135° 135° 
Turntable rotation 360° continuous
Turntable tailswing - riser up 1.17 m 3 ft 10 in 
Turntable tailswing - riser down 2.24 m 7 ft 4 in 
Drive speed - stowed 4.83 km/h 3.0 mph  
Drive speed - raised** 1.1 km/h 0.68 mph 
Lift speed to full height 76 sec 76 sec
Gradeability - 4WD - stowed*** 45% 45%
Turning radius - 2WS inside 4.42 m 14 ft 6 in 
Turning radius - 2WS outside 7.47 m 24 ft 6 in
Turning radius - 4WS inside 2.13 m 7 ft 
Turning radius - 4WS outside 4.57 m 15 ft
Controls 12 V DC proportional
Tyres 18-625 NHS

Power
Power source                                   Deutz TD2011 L04i turbo diesel 4-cylinder 74hp (55kW) Stage IIIA 

Deutz TCD2.2 L3 turbo diesel 3-cylinder 74hp (55 kW) Stage V
 Auxiliary power unit 12 V DC 12 V DC
Hydraulic tank capacity 170 L 45 gal
Fuel tank capacity 132 L 35 gal

Sound & Vibration Levels

Sound pressure level (ground workstation) 85 dBA 85 dBA
Sound pressure level (platform workstation) 74 dBA 74 dBA
Vibration <2.5 m/s² <8 ft 2 in/s²

Weight****

CE 4WD/2WS 16,284 kg 35,900 lbs
CE 4WD/4WS 17,010 kg 37,500 lbs

Standards Compliance  EU Directives: 2006/42/EC - Machinery (harmonized 
standard EN280:2013+A1:2015); 2004/108/EC (EMC); 
2000/14/EC (Outdoor Noise)
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It brings to the attention of all potential customers, all recipients, and to the maximum extent possible, external interlocutors, that 
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Teleskoplæssere				  
Faresin 626 Diesel 6 m			   1.400
Løftehøjde: 6 m	 Dimension (L x H x B): 4,04 x 1,80 x 1,94 m	 Vægt: 4.700 kg

Faresin 930 Diesel 9 m			   1.600
Løftehøjde: 9 m	 Dimension (L x H x B): 4,68 x 2,11 x 2,23 m	 Vægt: 6.690 kg

Genie GTH-4014 14 m			   2.400
Løftehøjde: 14 m	 Dimension (L x H x B): 6,06 x 2,40 x 2,44 m	 Vægt: 10.225 kg

MATERIEL	 KAPACITET		  DAGSPRIS
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Compact Range 7.30C - 9.30C
CLASSIC 55 / CLASSIC 74 / HLS 55 / HLS 74 / VPS 100

Load diagram

DIMENSIONS   (mm)   7.30C 9.30C

A. Height 2230 2230

B. Width 2106 2106

C. Gauge 1640 1640 

D. Ground clearance 320 320

E. Front overhang 1046 1046

F. Pitch 2950 2950

G. Rear overhang 684 684

H. Length without towing hook 4680 4680

I. Length with towing hook 4781 4781

L. Cabin width 960 960

Telescopic Handlers

Dimensions defined on CLASSIC model with wheels 405/70 - 20”
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Compact Range 7.30C - 9.30C
CLASSIC 55 / CLASSIC 74 / HLS 55 / HLS 74 / VPS 100

Load diagram

DIMENSIONS   (mm)   7.30C 9.30C

A. Height 2230 2230

B. Width 2106 2106

C. Gauge 1640 1640 

D. Ground clearance 320 320

E. Front overhang 1046 1046

F. Pitch 2950 2950

G. Rear overhang 684 684

H. Length without towing hook 4680 4680

I. Length with towing hook 4781 4781

L. Cabin width 960 960

Telescopic Handlers

Dimensions defined on CLASSIC model with wheels 405/70 - 20”

7.30C 9.30C
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Rough Terrain Telehandlers

Load Charts
 On wheels with forks

 On outriggers with 5t fixed hook on plate

 On outriggers with 4t hydraulic winch

 On outriggers with forks

 On outriggers with 2m jib (mechanical)

 On outriggers with 2P-300F manplatform

 On wheels with 800 L shovel

 On outriggers with 4m jib (mechanical/hydraulic)

 On outriggers with 3P-700REM 4400 manplatform
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Rough Terrain Telehandlers

Load Charts
 On wheels with forks

 On outriggers with 5t fixed hook on plate

 On outriggers with 4t hydraulic winch

 On outriggers with forks

 On outriggers with 2m jib (mechanical)

 On outriggers with 2P-300F manplatform

 On wheels with 800 L shovel

 On outriggers with 4m jib (mechanical/hydraulic)

 On outriggers with 3P-700REM 4400 manplatform
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Rough Terrain Telehandlers

Load Charts
 On wheels with forks

 On outriggers with 5t fixed hook on plate

 On outriggers with 4t hydraulic winch

 On outriggers with forks

 On outriggers with 2m jib (mechanical)

 On outriggers with 2P-300F manplatform

 On wheels with 800 L shovel

 On outriggers with 4m jib (mechanical/hydraulic)

 On outriggers with 3P-700REM 4400 manplatform
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§1 Lejeperiode
Lejemålet tager sin begyndelse ved det udlejedes udlevering, eller fra det lejede efter rekvireret montage stilles til lejerens 
disposition. Lejemålet ophører, når det lejede indgår på udlejers lager, eller når det lejede afmeldes til demontage. Modtages 
det lejede inden kl. 8.00, beregnes afleveringsdagen ikke som lejedag. 
Der regnes med 5 dages arbejdsuge a 7.5 timer - Med mindre andet fremgår af prislisten. Ved brug i weekender og helligda-
ge tillægges det lejen.

§2 Vederlag og betalingsbetingelser
Som vederlag for brugsretten til det lejede, betaler brugeren en fast daglig leje som foran anført. Hvor andet ikke er aftalt er 
lejen pr. dag. Lejen beregnes fra leveringstidspunktet.
Ved udlejning af varmekanoner, kondenstørrer, pumper, sugespidsanlæg og stillads beregnes den ugentlige leje til 7 dage, 
øvrigt materiel 5 dage. Udlejer er berettiget til den for lejemålet gældende leje, uanset om det lejede ikke benyttes i hele 
perioden. Ved lejemål fremsendes faktura for hver måned, med betalig 8 dage netto kontant. Ved ikke rettidig indbetaling 
beregnes rente efter gældende takst. Hvis ikke andet er aftalt, betales lejen forud.

§3 Opstilling og instruktion
Den anførte daglige leje er excl. levering, foretaget opstilling, instruktion og afhentning, som beregnes efter gældende 
takster. For opstillling og instruktion som ønskes udenfor normal arbejdstid er udlejer berettiget til at beregne overtidstil-
læg efter gældende takster. Lejeren afholder udover lejen alle udgifter til el-tilslutning og tilslutning til vand, tillige med 
brændstof og smøremidler.

§4 Levering
Leveringstiden er under forbehold af force majeure, strejker, brand eller lignende samt transportuheld.
Brugeren underrettes ved forhold af den nævnte art, men har intet erstatningskrav, uanset forsinkelsens årsag. Hvis forhold 
hos brugeren medfører forsinkelse uden forudgående underretning til udlejer betragtes leveringsdagen, som foran anført, 
som denne kontrakts ikrafttrædelsesdato, og udlejer er berettiget til at beregne sig leje fra denne dato.

§5 Aflevering og afbestilling
Sker kun ved direkte henvendelse til udlejer. Specificeret returseddel bedes medfølge ved returnering. Hvis den ikke 
medfølger, er udlejers optælling alene gældende. Returneret materiel, bilagt lejerens returseddel, er godkendt af udlejer, 
såfremt vi ikke inden 8 arbejdsdage efter modtagelsen skriftligt gør indsigelse over for lejer. Ved materiellets aflevering 
foretages et eftersyn på vort værksted og evt. rengøring og reparation, der ikke skyldes normalt brug, debiteres ekstra ud 
over den normale lejepris, og evt. manglende dele vil blive debiteret samtidig med faktureret leje. Reparationsdage betragtes 
som lejedag.

§6 Forhold under lejeperioden
Lejeren er pligtig til ved tilbagelevering at aflevere det lejede i samme stand, som dette er modtaget bortset fra normal 
slidtage. Lejeren er ansvarlig for forskriftsmæssig og lovmæssig
anvendelse af det lejede i lejeperioden. Udlejer påtager sig ikke risikoen for eventuelle driftstab og lignende, uanset om 
sådanne tab måtte kunne henføres til det lejede.

§7 Risiko og ansvar
Brugeren er i hele kontraktperioden forpligtet til for egen regning at have det lejede forsikret til fuld værdi mod enhver 
skade, og bærer tillige det fulde ansvar over for tredjemand med hensyn til skader forvoldt i lejeperioden, som måtte kunne 
henføres til det lejede. Undladelse af at tegne forsikring medfører ansvarsfrihed respektive regresret for udlejer i forhold til 
lejeren. For skade på person eller ting, der er en følge af mangler eller fejl ved leverede produkter og/eller ydelser, hæfter 
udlejer i det omfang, ansvaret kan pålægges dem. 

UDLEJNINGSBETINGELSER
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Udlejer påtager sig dog i intet tilfælde ansvar for driftstab, avancetab eller lignende indirekte tab.
Brugeren er tillige ansvarlig for forskriftsmæssig og lovmæssig anvendelse af det lejede og forpligtet til at give de fornødne 
anmeldelser til arbejdstilsynet og andre myndigheder. Jævnfør i øvrigt nedenstående forsikringsbetingelser.

§8 Servicebetingelser
Udlejer afholder fornødne udgifter til almindelige vedligeholdelseseftersyn, som foretages af firmaets montør. Dog betaler 
lejeren reparationsudgifter på det lejede, som må udføres som følge af misbrug eller anden selvforskyldt skade, tillige med 
omkostninger på det lejede, som kan henføres til fejl i strømtilførsel, tilslutning, materialevalg og lignende i tilfælde.
Hvor service nødvendigvis må finde sted udenfor normal arbejdstid, debiteres arbejdstiden til normal overtidsbetaling efter 
gældende takst for sådan service. I tilfælde, hvor maskinen nødvendigvis skal på værksted som følge af ovennævnte forhold, 
betaler lejeren disse transportomkostninger til udlejers kostpris. Reparationer på vort materiel må kun udføres af udlejers 
værksted, eller en af os anvist reparatør.

§9 Generelt
Brugeren må ikke uden udlejers samtykke fjerne det lejede fra den i lejekontrakten anførte adresse/leveringsadresse og ikke 
installere eller anbringe det lejede på en sådan måde, at dette kan henføres til tilbehør til fast ejendom og dermed omfatte af 
panterettigheder i denne.
Lejekontrakten indeholder hele aftalen mellem lejeren og udlejer, og ingen tidligere aftaler, som ikke fremgår af denne 
kontrakt forpligter udlejer.

Forsikringsbetingelser (uddrag)
Selvrisiko 10.000 kr. excl. Moms ved brug af motor-ansvarsforsikring
Lejer hæfter for selvrisiko ved skader på udlejers materiel med følgende beløb beregnet ud fra materiels nyværdi:
0-30.000 kr                         	 5.000 kr
30.001-100.000 kr       	 10.000 kr
100.001-300.000 kr       	 20.000 kr
300.001-500.000 kr      	 30.000 kr
>500.001 kr                	 40.000 kr

Dækning: Brand, tyveri, hærværk og vandskade på udlejningsmateriel udlejet i Danmark, forsikringen omfatter skade ved 
pludselig og uforudsete hændelser af en hvilken som helst årsag.

For at opnå forsikringsdækning skal ethvert tyveri eller hærværk straks anmeldes til politiet og udlejer. Ved brand og vandska-
de kontaktes udlejer.

Der opnås ikke erstatning i følgende tilfælde:
Skade der skyldes fortsat eller grov uagtsomhed udvist af forsikringstager eller skade der forvoldes under indflydelse af 
beruselse og lignende.

Maskiner anbragt på søfartøjer, skibe, pontoner eller lignende.

Simpelt tyveri af bærbart værktøj eller tilbehør.

Driftstab, bøder eller andet direkte tab ved direkte og/eller indirekte skader (strejker – naturforstyrrelser mm.).
Dækker ikke udgifter til opgravning eller anden foranstaltning til optagning af den beskadigede genstand af jorden.
Dækker ikke totalskade der består i at den forsikrede genstand må efterlades /og under jorden, uanset årsagen.

UDLEJNINGSBETINGELSER (FORSAT)



Alt i værktøj udlejes - Ingen forespørgsel er for lille 
Akutte henvendelser tlf.: 25302094 / tlf.: 40119642 
eller mm@fm-udlejning.dk

www.fmudlejning.dk 
62 61 39 99
Åbningstider
Mandag til torsdag 06.30-16.00
Fredag 06.30-14.30

Mørkebjergvej 2, 5600 Faaborg


